


The Audi
5000 Turbo.

Power you wouldn’t
expect from
a luxury sedan.

Turbocharging boosts horsepower by nearly
30% over the normally aspirated Audi 5000,
yet barely increases engine weight or fuel
consumption. In fact, the turbo power comes into
effect only when you want it—power at your
command. __

Custom equipped as you would expect
in a luxury sedan.

The Turbo has all the comfort and 5-passenger
roominess of the standard Audi 5000. Plus special
Turbo model features such as a sporty 4-spoke
steering wheel, dramatic overhead treatment
including a digital clock, custom exterior, front
spoiler, and 4-wheel disc brakes. And there are
more “S” package amenities such as air conditioning,
AM/FM stereo-cassette radio, power windows
and door locks, two electrically heated and adjust-
able outside mirrors, and cruise control.
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AUDI 5000 TURBO 1980 SPECIFICATIONS

ENGINE: No. of cylinders 5 cylinders, in-line
Displacement 131.0cu.in. (2144 cc)
Compression ratio 7.0:1
ENGINE DESIGN: Cylinder block Cast iron
Cylinder head Light alloy
Cooling system Water-cooled, thermostatically controlled electric radiator fan
Lubrication Full pressure system with sickle pump
Fuel/Air supply CIS fuel injection with exhaust turbocharger
ELECTRICAL SYSTEM: Rated voltage 12 volt with alternator (90 Amp. max.)
Battery 12 volt 63 Amp./hr.
Ignition Breakerless transistor
DRIVE TRAIN: Location of engine Front, ahead of front axle
Transmission 3-speed Automatic
Location of shift lever Floor console
CHASSIS AND SUSPENSION: Frame Unitized body construction with energy absorbing front and rear sections
Front suspension MacPherson struts with hydraulic shock absorbers
Rear suspension Torsion crank axle with built-in stabilizer bar and Panhard rod

Front springing
Rear springing
Service brake

Coil springs and shock absorbers

Coil springs and double-acting hydraulic shock absorbers, mounted separately
4-wheel disc brakes (front-vented) with load-sensing rear brake

pressure regulator

Hand brake Mechanical on rear wheels
Rims B6Jx15-5 bolt
Tires 205/ 60 HR15 steel belted
Steering Rack and pinion, power assisted
CAPACITIES: Engine 53U.S. gts.
Fuel tank 19.8 U.S. gals.
Radiator 85US. qgts.
DIMENSIONS: Wheelbase 105.4 in.
Front track 58.1in.
Rear track 57.21n.
Overall length 188.9in.
Overall width 69.6in.
Overall height (unloaded) 54.7in.
Turning circle 33.8ft. (curb to curb)
Trunk space 15.0 cu. fi.
PERFORMANCE: Top speed 113 mph
1980 EPA Fuel Mileage” (18 estimated mpg. 25 estimated highway mpg
* Compare these estimates to the “estimated mpg” of other cars. Mileage vanes with speed weather and trip length Actual highway mpg will probably be less

Standard equipment, specifications and options are subject to change without nolice
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